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FAST STORAGE METHOD FOR IMAGE
DATA, VALUABLE-FILE IDENTIFYING
METHOD AND IDENTIFYING DEVICE
THEREOF

This application is the National Stage application of PCT
international application PCT/CN2012/083584, filed on Oct.
26, 2012 which claims the priority of Chinese Patent Appli-
cation No. 201110380229.9, entitled “FAST STORAGE
METHOD OF IMAGE DATA, SECURITY DOCUMENT
IDENTIFICATION METHOD AND APPARATUS”, filed
on Nov. 24, 2011 with Chinese Patent Office, which applica-
tions are incorporated herein by reference to the maximum
extent allowable by law.

FIELD OF THE INVENTION

The present invention relates to an fast storage method of
image data, and in particular to an fast storage method of
image data which can quickly compress and store the image
data and a security document identification method and appa-
ratus for storing an image data of the security document by the
above mentioned fast storage method of the image data.

BACKGROUND OF THE INVENTION

For a security document identification apparatus, there is
commonly a difficulty in the storage of a sample image. The
key problem is that since the data volume of the sample image
is large and the identification apparatus has to operate fast and
continuously, the time for storage is short. An ordinary teller
machine processes eight security documents per second, the
average processing time for each of the security documents is
125 ms, the overhead of the system is about 20 ms, the time
for the serial port communication is 15 ms, the sample images
are collected in parallel which cost about 10 ms in the total
CPU time, therefore the remaining time is about: 125 ms-20
ms-15 ms—10 ms=80 ms. Based on a TMS320 platform with
the frequency of 600MCPU, the time for identifying the secu-
rity documents (including category, denomination, orienta-
tion, counterfeit, serial number) is about 65 ms, and thus the
time for storing the sample image must be controlled in less
than 15 ms. It is needed to store at least three sample images
s0 as to store complete image information. Now it is assumed
that, among the three sample images, one image is a white
light sample image with a resolution of 480*800, another
image is an infrared sample image with a resolution of
240*400, and a third image is a transmission sample image
with a resolution 0£240*400. In the white light sample image,
the resolution of 480*800 is only used for the serial number
area. The resolution 0f 240*400 is actually used. Therefore, it
may be chosen to store all of the three sample images, or to
convert the white light sample image into an image with the
resolution 0 240*400 and then store the three images with the
resolution of 240*400. In the case of the storage in accor-
dance with the existing two methods, the time-consuming is
as follows:

1. if the image is stored point-by-point, the total number of
operations is 240*400+240%400+480%800=576,000. In the
off-chip storage based onthe TMS320 platform of 600MCPU
frequency, the three images are stored as images with the
resolution of 240*400. That is to say, the two images with
middle resolution are directly stored; and for the image with
high resolution, one row is stored every two rows and one
column is stored every two column, so that the data volume of
the image with high resolution is a quarter of the original data
volume. In this way, the storage time is about 70 ms (the
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image resolution conversion and storage are performed
simultaneously) and is still far slower than 15 ms.

2. Ifamass of images is copied, namely if a basic function
of C language, i.e. the memcpy function, is used, the storage
time is about 18 ms and still can not meet the requirement. It
is disadvantage that this function requires continuous occu-
pation of CPU which can not be interrupted. The continuous
occupation conflicts with the image collection. The copy of a
large amount of data may cause that the image collection is
completely disordered and the system is broken down.

In summary, the use of the traditional image storage
method is unable to meet the requirement to store the three
high-resolution images in 15 ms, which even breaks the sys-
tem down. Therefore, if the images need to be stored, it is only
possible to reduce the identification speed of the device or
decrease the functions of identification of the device.

Therefore, a method which can fast store the image data is
needed to solve the above mentioned problem.

SUMMARY OF THE INVENTION

The object of the invention is to provide a fast storage
method of image data which is used to fast store the image
data.

Another object of the invention is to provide a security
document identification method for fast storing image data of
a collected security document.

Yet another object of the invention is to provide a security
document identification apparatus for fast storing an image
data of a collected security document.

In order to achieve the above mentioned objects, the dis-
closure provides a fast storage method of image data which is
used to compress and store the image data of a security
document collected during the identification of the security
document, including: (A1) obtaining long integer type image
data; (A2) extracting the long integer type image data by
using N mutually corresponding data masks via a “bitwise
AND” operation, wherein extraction step comprises: extract-
ing M points from M*N points of each row and extracting one
point from L points of each column, wherein N is an integer
greater than or equal to 2, L. and M are integers greater than or
equalto 1; (A3) performing a “bitwise OR” operation for the
data extracted respectively by the N data masks, so as to
obtain and store coded image data. Generally, the image data
directly collected by a security document identification appa-
ratus is single-byte image data, and therefore it is needed to
forcibly convert the collected single-byte image data into
long integer type image data before the storage.

Preferably, the step (A2) further includes: dividing the long
integer type image data into N parts equally, and extracting
the long integer type image data in the N parts by using the N
mutually corresponding data masks via the “bitwise AND”
operation respectively.

In order to achieve another object of the invention, the
invention further provides a security document identification
method for identifying a current security document, includ-
ing: (B1) collecting sample images of the current security
document and obtaining corresponding image data; (B2) per-
forming a security document identification based on the
image data of the current security document, so as to obtain an
identification data of the security document; (B3) forcibly
converting the collected image data into long integer type
image data; and (B4) compressing and storing the converted
data image by using the image data fast storage method.

Preferably, before the step (B1), it is detected whether the
current security document enters a sampling area; if yes, the
image data is collected; else the detection is continuously
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performed. In this way, the invention can perform automatic
detection without an artificial operation.

Preferably, the sample images include an infrared sample
image, a transmission sample image and a white light sample
image, and the step (B4) specifically comprises: directly stor-
ing the long integer type image data of the infrared sample
image and the transmission sample image, and storing the
long integer type image data of the white light sample image
by using the fast storage method of the image data. In order to
store complete image information, the infrared sample image,
the transmission sample image and the white light sample
image are often required. However, since the resolutions of
the infrared sample image and the transmission sample image
are not high, their image data can already be stored in a faster
speed after their image data is converted to the long integer
type image data. For example, in the case that an 8-byte data
type is used to store an infrared sample image of 240*400
pixels, only 135 clock cycles are needed, the speed becomes
nearly eight times faster, therefore the infrared sample image
no need to be compressed before the storage. However, the
pixel of the long integer type image of the white light sample
image are relative larger, it is not sufficient to store the con-
verted long integer type image data in the desired speed, and
there is also a need for the compression operation so as to
achieve the fast storage.

Preferably, the security document identification method
according to the invention further includes: (B5) recovering
the compressed and stored image data to obtain a decom-
pressed image data; and (B6) determining whether the current
security document is counterfeit according to the image data
of the current security document to further obtain identifica-
tion data of the security document. The identification and
authenticity of the security document needs to recover the
compressed and stored image data to obtain the decom-
pressed image data, rather than are performed directly based
on the compressed and stored image data. The identification
data of the security document includes information such as
the type, denomination, orientation, sequence number and
authenticity of the current security document. Particularly,
the serial number information of the current security docu-
ment may be identified according to the image data of the
collected white light sample image, and other identification
data, such as the authenticity information of the current secu-
rity document may be analyzed by using the stored image
data. Therefore, the invention also needs to decompress the
compressed and stored image data. The step (B5) specifically
includes: calculating data of each pixel point of the decom-
pressed image template based on the size data of the decom-
pressed image template and the compressed and stored image
data, so as to obtain the decompressed image data.

The invention also provides a corresponding security docu-
ment identification apparatus for identifying a current secu-
rity document. The apparatus includes a collecting module,
anidentification module, a compression module and a storage
module. The collecting module is adapted to collect sample
images of'a current security document and obtain correspond-
ing image data; an identification module is adapted to per-
form a security document identification based on the image
data of the current security document, so as to obtain identi-
fication data of the security document; the compression mod-
ule includes a conversion unit and an encoding unit, wherein
the conversion unit forcibly converts the collected image data
into long integer type image data; and the encoding unit
extracts the long integer type image data by using N mutually
corresponding data masks via a “bitwise AND” operation
respectively, and then performs a “bitwise OR” operation for
the data extracted respectively by the N data masks so as to
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obtain and store coded image data, wherein the extraction
method includes extracting M points from M*N points of
each row and extracting one point from [ points of each
column, wherein N is an integer greater than or equal to 2, L
and M are integers greater than or equal to 1; and the storage
module is adapted to store the data.

Preferably, the encoding unit is adapted to divide the long
integer type image data into N parts equally, and extracting
the long integer type image data in the N parts by using the N
mutually corresponding data masks via the “bitwise AND”
operation respectively.

Preferably, the security document identification apparatus
further includes a decompression module adapted to recover
the encoded image data to obtain decompressed image data.

Preferably, the collecting module is a contact image sensor.
The contact image sensor can detect whether the current
security document enters a sampling area, and collect the
image data if the current security document enters the sam-
pling area and continuously detect if the current security
document does not enter the sampling area.

Compared with the prior art, in the fast storage method of
the image data according to the invention, data of multiple
points are extracted at one time by using the multiple mutu-
ally corresponding data masks via the “bitwise AND” opera-
tions for many times, then the extracted data is re-encoded via
the “bitwise OR” operation once, and then the obtained coded
image data is stored, so that the times of the operations are
greatly reduced and the fast compression and storage of the
image data are achieved. Correspondingly, the processing
time for the security document identification method and the
security document identification apparatus for storing image
data of a security document by using the above mentioned
image data fast storage method is improved, and the system
overhead of the security document identification apparatus is
reduced. On the other hand, in the security document identi-
fication method and the security document identification
apparatus according to the invention, the collected single-
byte image data is forcibly converted into the long integer
type image data instead of the traditional single-byte storage,
so that the times of the operations are reduced and the speed
of the storage of the image data is further improved.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a flow chart of a security document identification
method according to the invention;

FIG. 2 is a flow chart of an fast storage method of image
data according to the invention;

FIG. 3 is a structural block diagram of a security document
identification apparatus according to the invention;

FIG. 4a is a schematic diagram of a white light sample
image before the compression according to the invention;

FIG. 4b is a schematic diagram of a white light sample
image after the compression according to the invention; and

FIG. 4c is a schematic diagram of a white light sample
image after the decompression according to the invention.

DETAILED DESCRIPTION OF THE INVENTION

In order to describe in detail the technical content, the
structural characteristics, the achieved object and effect of the
invention, a detailed description will be given in conjunction
with embodiments and the accompanying drawings as fol-
lows.

Reference is made to FIG. 1. A security document identi-
fication method 100 according to the invention includes: (11)
collecting sample images of a current security document and
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obtaining corresponding image data; (12) performing a secu-
rity document identification based on the image data of the
current security document; (13) forcibly converting the col-
lected image data into long integer type image data; (14)
compressing and storing the converted data image by using an
fast storage method 200 of the image data; (15) recovering the
compressed and stored image data; and (16) judging the
authenticity of the current security document based on the
decompressed image data. Preferably, before the step (11), it
is detected whether the current security document enters a
sampling area; and if yes, the image data is collected; else, the
detection is continuously performed, so that the invention can
perform automatic detection without an artificial operation.

Reference is made to FIG. 2. The fast storage method 200
of the image data includes: (21) obtaining long integer type
image data, and dividing the long integer type image data into
N parts equally; (22) extracting the long integer type image
data in the N partitions by using N mutually corresponding
data masks via the “bitwise AND” operation respectively, in
which the method for the extracting is to extract M points
from M*N points of each row and extract one point from L
points of each column, and where N is an integer greater than
or equal to 2, . and M are integers greater than or equal to 1;
(23) performing a “bitwise OR” operation for the data
extracted respectively by the N data masks, so as to obtain and
store coded image data.

Referring to FIG. 3, the security document identification
apparatus 300 includes a collecting module 31, an identifica-
tion module 32, a compression module 33 and a storage
module 34 and a decompression module 35. The collecting
module 31 collects sample images of a current security docu-
ment and obtains corresponding image data S,. The identifi-
cation module 32 performs a security document identification
based on the image data of the current security document, so
as to obtain and output (to a display or an alarming apparatus,
for example) identification data S, of the security document.
The compression module 33 forcibly converts the collected
image data S, into long integer type image data S,, and
performs a compression operation (extracting and recoding
operations) on the long integer type image data S,, so as to
obtain and store coded image data S.. The decompression
module 35 is recovers the encoded image data S_ to obtain
decompressed image data S,. The storage module 34 is
adapted to store the data. Particularly, the collecting module
31 is a contact image sensor. The contact image sensor can
detect whether the current security document enters a sam-
pling area, and collect the image data if the current security
document enters the sampling area, else continuously detect,
so that the invention can perform automatic detection without
an artificial operation.

Referring to FIG. 3, the compression module 33 may
include a conversion unit 331 and an encoding unit 332. The
conversion unit 331 forcibly converts the collected image
data S, into long integer type image data S,. The coding unit
332 divides the long integer type image data S, equally into N
parts, where N is an integer equal to or greater than 2; and the
coding unit 332 extracts the long integer type image data in
the N parts by using the N mutually corresponding data masks
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via the “bitwise AND” operation and then integrates the data
extracted respectively by the N data masks via a “bitwise OR”
operation, so as to obtain and store coded image data S_. The
method for the extracting is to extract M points from M*N
points of each row and extract one point from L points of each
column, where N is an integer greater than orequal to 2, L. and
M are integers greater than or equal to 1.

Preferably, the sample images collected by the collecting
module 31 include an infrared sample image, a transmission
sample image and a white light sample image. In addition, the
image data S,,, of the infrared sample image, the image data
S, of the transmission sample image the and the image data
S, of the white light sample image are obtained. The com-
pressionand storage processes for theimagedatasS |, S 5, S 3
are as follows.

The compression and storage of the image data S,,, of the
infrared sample image and the image data S , of the trans-
mission sample image are described. The resolutions of the
infrared sample image and the transmission sample image are
240*480. The collected image data S, S,, is single-byte
image data. The conversion unit 331 in the compression mod-
ule 33 stores the collected single-byte image data S, S,,,
with every eight pixels being an unit, so as to convert the
single-byte image data S ,,. S, into 8-byte of imagedata S, |,
S, and transmit and store the 8-byte of image data g, ;, S;»
into the storage module 34. Therefore, the speed for storing
the image data S, of the infrared sample image and the image
data S,, of the transmission sample image becomes nearly
eight times faster. The data storage in the invention is based on
the data storage from SDRAM to SDRAM which requires
about 135 clock cycles to store a data unit. In the present
embodiment, the 8-byte of data type is employed for the
storage, the times for the storage ofthe infrared sample image
and the transmission sample image is: (240%400/8)*2=
24,0000. Therefore the number of the clock cycles spent to
store one infrared sample image or one transmission sample
image is: 135%24,000=3,240,000.

The compression and storage of the image data S ; of the
white light sample image are described. The resolution of the
white light sampling image is 480*800, and the collected
image data S5 is the single-byte image data. The compres-
sion module 33 forcibly converts the collected single-byte
image data S, into 8-byte of image data S ;, compresses the
converted image data to obtain coded image data S_, and
transmits and stores the coded image data S, into the storage
module 34. The specific steps are as follows.

1. the conversion unit 331 stores the collected single-byte
image data S,; with every eight pixels being an unit, so as to
convert the single-byte image data S,,; into 8-byte of image
data S, ;.

2. the encoding unit 332 divides the 8-byte of image data
S,; into a U region and a D region, where the U region
represents the upper half part of the white light sample image
(one grid represents one pixel point), and the region D repre-
sents the lower half part of the white light sample image, and
the subscript of a value in one block denote the numbers of a
row and a column where the pixel point is located.

Reference is made to Table 1 which is a list of 8-byte of
image data for a white light sample image.

TABLE 1
u Uy U U3 Upg Uss Uie U7 Ug Ujg Uja Uip Uy Upg Uy Uyr Ujg
region Uy, Uy U3 Unq Uys Ue Uy7 Uyg Uyg U, Uy Uy, Urg Uy, Uy Uye
Uz Uz Usz Uzg Uss Uzg Usz7 Uzg Uzg Uz, Uzp Uz Uzg Uze Uz Uzg
Uay Usn Ug3 Ugqa  Ugs Ugs  Ug7  Ugg Ugg Uge  UWgp  Uge Usg  Uge Ugy Usg
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TABLE 1-continued
D ) dyy dj5 dys dig dys dig  dyy dyg djo dig dj, dp dy; dy d, dy
region  dyy dys dos doy dos dye dyy dog dg do, dap ds, dog do, dzf dzg
ds; ds» daz dag dss dzs  day dsg dso da, dzp  da dag 3e dap 3¢
dgy dyy daz 44 das das day dag dao dag dap dae ba dae day Ag

3. The coding unit 332 extracts some points from the 8-byte
of image data S,; by using two mutually corresponding 8

Reference is made to FIG. 4a to FIG. 4¢ which are sche-
matic diagrams (original sample images) of a white light

10 . . :
bytes of data masks M1, M2, so as to obtain 8 bytes of data sample images before compression, after the compression
R1, R2, in which M1=0x00ffOOffOOFfOOff and and after decompression, where the block in FIG. 4a filled
M2=0xfTOOffO0ff00ff00. The extraction is performed by with an oblique line represents a valid byte in the data of the
using the “bitwise AND” operation: R1=A1&MI, point to be extracted. Since the identification and analysis of
R2=B1&M2, where A1 represents 8 byte of image data in the 15 10age can not be d{rectly performed on Fhe compres;ed
U region, B1 represents 8 byte of image data in the D region. image, the encoded image .data S, stored in th? R region
In the present embodiment, N=2, M=1, L~2, and the extrac- should be recovered to obtain the decompressed image data

. . ’ N ’ ’ s S, so that the compressed image is recovered to the normal
tion method is to extract one point from every two points in . . A
cach row (i.e. to extract one col for every two columns) image. The specific decompression steps are as follows. The
- . . 20 upper half area of the decompressed image is referred to as a
and to extract one point from every two points in each column U reoi dthel half Fthe d 4
(i.e. to extract one row for every two rows), and data in an . reiig 10n:1an the ]gwer 4 e}reaho the ecom};re;se 1ma§e
- ’ is referred to as a D' region. In the present embodiment, the
odd-numbered column and an odd-numbered row is extracted number of rows of thegdecompreSSed image is half of the
H:i gle u rle):glo(ril and Qata Inan e(:ivgn-ﬁumbere.d column and an number of rows of the image to be compressed, and the
odd-numbered row 1s extracted 1n the D.reglon. ) 25 number of columns of the decompressed image is half of the
Referring to Table 2, the 8 bytes of image data in the U number of columns of the image to be compressed, data
region is extracted by using the data mask M1. corresponding to each of the pixel points on the decom-
pressed image template is calculated according to the data of
TABLE 2 size of the decompressed image template and the encoded
Al oy, U, U Wa s U Uo U 30 image data S_, so as to obtain the decompressed image data
M1 00 00 ff ff S, Since U', D' and R have the same number of rows, U' takes
RL 00 Uz 00 Wwa 00w 00w the odd-numbered columns in the R region and D' takes the
even-numbered columns in the R region, and the decompres-
Referring to Table 3, the 8 bytes of image data in the D . sion is performed by using the following formulas: U'(i, j)=R
region is extracted by using the data mask M2. (i, 2j-1) and D'(4, j)=R(, 2j), where (i, j) represents a data in
the i row and in the j* column in the U’ region or the D'
TABLE 3 region.
Bl d 1 1 1 1 1 1 1 Reference is made to Table 6 which is a decompressed
N W i o w0 £ oo 40 1mage data list for the white light sample image.
R2  dy, 00 dy 00 dys 00 dy; 00
TABLE 6
Particularly, 4 valid bytes are extracted from 8 bytes of data u, Uss s U U U ue  uy
in the U region, and 4 valid bytes are extracted from 8 bytes of Uz Us; U35 U3y Uzg Uz Uzg Uy
data in the D region, i.e. totally 8 bytes of valid data are = 312 314 g“" 318 0 le le lg
extracted from 16 bytes of data. - - i il - > S
4. The 8 bytes of data R1, R2 extracted respectively by M1 . .
and M2 is integrated via a “bitwise OR” operation, 50 as to Referring to Table 1, Table 5 and Table 6, it can be seen that
, . . - s .
obtain the coded image data S _ and store the coded image data 0 tl}e lsllze of the 1m3ge data Iio be.col\r/rlljar:gsed g l\li[ N’ the fSIIZIe
S, into the R region of the storage module 34: R=R1IR2; Z the comprzs.se 1m3ge ,ati/ﬂlsz N2 ° En the illze of'the
Referring to Table 4, the 8 bytes of data R1, R2 extracted ecompressed image data 1s » where 1n the present
respectively by M1 and M2 is integtrated: embodiment M=480, N=800. Compared with the prior art,
' the invention operates a 16-byte data per operation by using
TABLE 4 the “bitwise AND operation” and the “bitwise OR operation”
55 on the basis of the 8 byte data type operation, where the valid
R1 00 up, 00 uy 00w 00 ug data is of 8 bytes, and the number of conversion is one-eighth
R2dy 00 dyi3 00 dis 00 dyy 00 ofthat of the conventional method. One conversion needs two
R du we dis da o dis W diz s “bitwise AND” operation, one “bitwise OR” operation and
one conversion operation. Each “bitwise AND” operation or
Reference is made to Table 5 which is an encoded image 60 “bitwise OR” operation requires about 20 clock cycles.
data list for the white light sample image. Therefore the total number of the clock cycles of two “bitwise
TABLE 5
R ) Upy dys U3 dyy Uss dig U7 dyg Ujo dy, Urp dy. Uyg dy, Uy dlg
region Uz, dss Uzz dag Uzs de Usz7 dag Uzg ds, Uzp ds, Uzg ds, Uzr d'3g
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AND” operation, one “bitwise OR” operation and one con-
version operation is about 135+20*3=195, and the time spent
in the traditional method/the time spent in the invention:
(8*135)/195=5.54. Therefore the speed of the storage
becomes about 5.5 times faster. Furthermore, the number of
times for the storage of the white light sample image is
240*400/8=12,000, therefore the period spent to store one
white light sample image is:

195%*12,000=2,340,000.

In summary, based on the TMS320 platform of 600MCPU
frequency, it is spent more than 70 ms to store two sample
images of the medium resolution (240*400), i.e. one infrared
sample image and one transmission sample image, and one
white light sample image of the high resolution (480%800)
according the traditional method, which is far longer than the
desired 15 ms. However, based on the fast storage method
according to the invention, 2.340,000+3,240,000=5,580,000;
the storage time is: 5,580,000/(600%1024%1024)=9.1*10-
35=9.1 ms; and the time loss due to the “for” cycle and so on
is counted together, therefore the total storage time is about
9.6 ms. Thus, the overall speed of the storage becomes 7 times
faster or more.

The above embodiment is based on the 8-byte (64-bit)
processor. In a second embodiment, in the case that the pro-
cessor in the invention supports 16 bytes (128 bits), if one
point is extracted from every two points, the single-byte
image data is converted into 16-byte image data, the data
masks are set as follows:
M1=0x00ff00ffO0 0000000000 LT,
M2=0x{fO0ff00ffO0ffO0fTO0F 000000, 32 bytes of data
can be operated at one time by the following operation:
R=(A1&M1)I(A2&M2), where the 16-byte valid data is
extracted. Of course, the similar processing method can be
used in a 4-byte processor, a 32-byte the processor.

A third embodiment is based on the 8-byte (64-bit) proces-
sor. The extraction method is to extract one point from every
four points. The data is divided into four regions, i.e. U1, U2,
U3, U4, and four data masks are set as follows:
M1=0x000000£f000000ff, M2=0x0000£f000000£{f00;
M3=0x00£f000000£f0000, M4=0xff000000{f000000. Al,
A2, A3, Ad are respectively 8 bytes datainthe U1, U2, U3, U4
regions, C=(A1&M1)I(A2&M2)I(A3&M3)I(A4&M4). In
this way, 32 bytes of data can be operated at one time, and the
8 byte of valid data is extracted. Similar method can be used
to extract one point from every eight points or from every
sixteen points.

A fourth embodiment is also based on the 8-byte (64-bit)
processor. [fthe extraction method is to extract one point from
every three points, the implement is a slightly different from
the above method. The data is no longer divided into regions,
successive 24 bytes of data are operated at one time, three data
masks are set as follows: MI1=0xff0000ff0000L100,
M2=0x00£f0000ff0000ff, M3=0x0000{f0000£f0000. Three
8-byte data which is denoted respectively by Al, A2, A3 are
extracted by the three data masks at one time, C=(A1& M1)I
(A2&M2)I(A3&M3), and thus 24 bytes of data can be oper-
ated at one time and the 8-byte valid data is extracted.

Referring to FIG. 3, a specific working process of the
security document identification apparatus 300 according to
the invention will be described in detail. At the beginning of
the work process, the contact image sensor 31 may detect
whether a current security document enters into a sampling
area, and collect an infrared sample image, a transmission
sample image and a white light sample image and obtain
corresponding image data S,,, S,, and S,; if the current
security document enters into the sampling area, and perform
the detection continuously if the current security document
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does not enter into the sampling area. The identification mod-
ule 32 performs a security document identification based on
the image data S,;, so as to obtain identification data S,
(information such as the serial number of the current security
document) of the security document. The compression mod-
ule 33 forcibly converts the collected image data S ,,, S, and
3,5 into long integer type image data S,,, S,, and S, 3, and
performs a compression operation on the long integer type
image data S;; so as to obtain coded image data S_. The
storage module 34 stores the long integer type image data S, |
and S,, and the coded image data S_. The decompression
module 35 recovers the encoded image data S, to obtain
decompressed image data S,. The identification module 32
performs a security document identification and judge the
authenticity of the security document based on the long inte-
ger type image data S, and S, , and the decompressed image
data S, so as to further obtain identification data Si (infor-
mation such as the type, denomination, orientation, authen-
ticity of the current security document) of the security docu-
ment.

Those disclosed above are only preferred embodiments of
the invention and can certainly not be used to limit the scope
of protection of the invention. Therefore, any equivalent
modification made according the claimed scope of the inven-
tion falls within the scope covered by the invention.

The invention claimed is:

1. A fast storage method of image data, which is used to

compress and store the image data, comprising:

(A1) obtaining long integer type image data;

(A2) extracting the long integer type image data by using N
mutually corresponding data masks via a “bitwise
AND” operation, wherein the extraction step comprises:
extracting M points from M*N points of each row and
extracting one point from L points of each column,
wherein N is an integer greater than or equal to 2, L. and
M are integers greater than or equal to 1; and

(A3) performing a “bitwise OR” operation for the data
extracted respectively by the N data masks, so as to
obtain and store coded image data.

2. The fast storage method of the image data according to

claim 1, wherein the step (A2) further comprises:

dividing the long integer type image data into N parts
equally, and extracting the long integer type image data
in the N parts by using the N mutually corresponding
data masks via the “bitwise AND” operation respec-
tively.

3. A security document identification method, comprising:

(B1) collecting sample images of a current security docu-
ment and obtaining corresponding image data;

(B2) performing a security document identification based
on the image data of the current security document;

(B3) forcibly converting the collected image data into long
integer type image data; and

(B4) compressing and storing the converted data image by
using the fast storage method of the image data, wherein
the fast storage method comprises:

(Al) obtaining the long integer type image data;

(A2) extracting the long integer type image data by using
N mutually corresponding data masks via a “bitwise
AND” operation, wherein the extraction step com-
prises: extracting M points from M*N points of each
row and extracting one point from L points of each
column, wherein N is an integer greater than or equal
to 2, L and M are integers greater than or equal to 1;
and
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(A3) performing a “bitwise OR” operation for the data
extracted respectively by the N data masks, so as to
obtain and store coded image data.

4. The security document identification method according
to claim 3, wherein the sample images comprise an infrared
sample image, a transmission sample image and a white light
sample image; and

the step (B4) further comprises directly storing the long

integer type image data ofthe infrared sample image and

the transmission sample image, and storing the long
integer type image data of the white light sample image
by using the fast storage method of the image data.

5. The security document identification method according
to claim 4, further comprising:

before the step (B1), detecting whether the current security

document enters a sampling area, and collecting the

image data if yes, else continuously performing the
detection.

6. The security document identification method according
to claim 4, further comprising:

(B5) recovering the compressed and stored image data; and

(B6) judging the authenticity of the current security docu-

ment based on the image data of the current security

document.

7. The security document identification method according
to claim 3, wherein the step (A2) further comprises:

dividing the long integer type image data into N parts

equally, and extracting the long integer type image data
in the N parts by using the N mutually corresponding
data masks via the “bitwise AND” operation respec-
tively.

8. A security document identification apparatus, compris-
ing:

a collecting module adapted to collect sample images of a

current security document and obtaining corresponding

image data;
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an identification module adapted to perform a security

document identification based on the image data of the

current security document, so as to obtain identification
data of the security document;

a compression module, comprising:

a conversion unit adapted to forcibly convert the col-
lected image data into long integer type image data;
and

an encoding unit adapted to extracting the long integer
type image data by using N mutually corresponding
data masks via a “bitwise AND” operation respec-
tively, and performing a “bitwise OR” operation for
the data extracted respectively by the N data masks
via so as to obtain and store coded image data,
wherein the extraction method comprises extracting
M points from M*N points of each row and extracting
one point from L points of each column, wherein N is
an integer greater than or equal to 2, L. and M are
integers greater than or equal to 1; and

a storage module adapted to store the data.

9. The security document identification apparatus accord-
ing to claim 8, further comprises a decompression module
adapted to recover the encoded image data to obtain decom-
pressed image data.

10. The security document identification apparatus accord-
ing to claim 8, wherein the encoding unit is further adapted to
divide the long integer type image data into N parts equally,
and extracting the long integer type image data in the N parts
by using the N mutually corresponding data masks via the
“bitwise AND” operation respectively.

11. The security document identification apparatus accord-
ing to claim 8, wherein the collecting module is a contact
image sensor.



